MOUNT TYPE 1 -

DOME ON LUMINAIRE/MASTARM —\

("‘ [~

CAMERA MOUNT

DOME CAMERA

PENDANT MOUNT

DOME CAMERA

PAN-TILT-ZOOM
ESPRIT CAMERA
ASSEMBLY

TRANSFORMER
(SEE NOTE 1)

MOUNT

MOUNT TYPE 2
ESPRIT ON LUMINARE/MASTARM

SEE NOTE 3

SEE NOTE 3

SEE NOTE 4

SEE NOTE 3

\ MOUNT TYPE 3

DOME ON POLE

EXISTING
TERMINAL CABINET

EXISTING
PEDESTRIAN HEAD

COMPOSITE VIDEO/POWER/DATA CABLE SHALL BE ‘ﬂ)
CONTINUOUS FROM CAMERA TO SIGNAL CABINET

NOTES:

1. THE CONTRACTOR SHALL CONNECT THE POWER CONDUCTORS OF THE COMPOSITE CABLE TO THE
TRANSFORMER IN THE TRANSFORMER BOX OF THE ESPRIT CAMERA. POWER CONDUCTORS ARE PROVIDED
FROM THE TRANSFORMER TO THE CAMERA. THE TRANSFORMER FOR THE DOME CAMERAS WILL BE LOCATED IN

THE CONTROLLER CABINET.

2. ATTACH POLE-MOUNTED CAMERAS DIRECTLY BELOW THE BEND IN THE LUMINAIRE ARM OR BELOW THE
LUMINAIRE ARM ATTACHMENT POINT IF ONE EXISTS UNLESS OTHERWISE SPECIFIED ON THE PLANS.

3. DRILL 1.0-INCH TAPPED HOLE IN POLE, MAST ARM, OR LUMINAIRE ARM FOR CAMERA CABLE ENTRANCE. INSERT
1.0-INCH ALUMINUM THREADED STRAIN RELIEF TO PROTECT CABLE ENTERING POLE AND PROVIDE WATERTIGHT

FIT.

4. THE WIRE ACCESS PANEL ON THE TOP OF THE PENDANT ARM SHALL BE PACKED WITH DUCT SEAL TO BLOCK

MOISTURE PENETRATION.
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